www.silagrow.com

Sila Grow Net Replacement Film

@ Co-extruded blown film special designed h

covering edge to edge.

@ High tightening force film can be stretched
tighter around the bale resulting in more
compact, high density bales

@ Superior oxygen barrier

@ No fodder can become enmeshed in the net
enabling it to peel cleanly away from the bale
@ 100% recyclable

Size&Packaging:

@® 1280mm2000m16um 20R/Skid
@ 1380mm1650m20um 20R/Skid

Typical Properties Of Sila Grow Net Replacement Film

PROPERTY UNITS | +/- DATA TEST METHOD

THICKNESS um 2 16 20
TENSILE MD 34 35

M 3 ASTMD 882
STRENTCH 5 P o5 4
ENLONGATION MD 410 425

% 5 ASTMD 882
AT BREAK TD 670 710
ELMENDORF MD 290 370

gm 50 ASTMD 1922
TEAR TD 710 775
DART IMPACT gm 50 170 210 ASTMD 1709

Typical Properties Of Sila Grow Net Replacement Film

WIDTH (mm) LENGTH(m) | THICKNESS(u) COLOR PACKAGING
1,280 2000 16 NATL(JBIIQ?EE\!.\QHITE, IRILCTN Zi
1380 1650 20
NOTE: THE SIZE OF PRODUCTS CAN BE CUSTOMIZED BY CUSTOMER NEEDS.
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